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ENGLISH:

Safe instruction:

1. The pressure of tire can’t be more than 12bar.

2. This gauge only can be conned the air compressior.

3. The air compressor’s press can’t be more than the
normal pressure.

Note:

1. The compressor should have an adjustable valve.

2. Please don't fill the caustic gas.

3. Please don’t make gauge struck fiercely.

4. Please don't let the gauge under the strong sunshine.
5. Please keep the gauge out of water.

6. When the light dark, please change the battery and note
g,

Operation:

1. Connect the air source (Notice: The pressure of air
supplying not more than 12bar).

2. Put on the button of digital gauge and make sure it is in
working state before you operate air supplying the tire.

3. Make the valve connect with the nozzle and make sure
you give a complete seal. Then the pressure can be
displayed in the digital gauge. You can shift to the
measurement you want by pressure the button.
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ESPANOL: Distribuido y garantizado
Instrucciones: por KRIPXE S. A
1. Presion maxima de trabajo 12 bar.
2. Esta infladora sélo se puede conectar a un compresor de
aire.
3. El compresor tiene que ser de aire discontinuo.
Nota:
1. El compresor debe de tener un regulador de aire.
2. Por favor, no se debe rellenar de gas caustico.
3. Por favor no lo golpee violentamente.
4. Por favor, no deje que el manémetro este expuesto al sol.
5. Por favor, mantenga el medidor fuera del agua.
6. Cuando no se encienda la luz, cambie la bateria y tenga en
cuenta la polaridad de la misma al colocarla "+", "-".
Qperacion:
1. Conecte la pistola al compresor (Presidn maxima de trabajo
12 bar.).
2. Encienda con el botén del indicador digital (Fig. 2) y
aseglrese de gque esta encendido antes de proceder al inflado
del neumatico.
3. Ponga la vélvula de conexidn con la boquilla y asegurese de
que esta bien acoplada. Entonces la presion se mostrara en el
indicador digital (Fig. 1). Usted puede cambiar a la medida
que desee presionando el botén de cambio de unidad (Fig. 2).
4. Tiene triple rango de medicién: PSI - BAR - KPA.
5. Apagado automatico.
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Distribuido y garantizado
por KRIPXE S. A.

ESPANOL:
Instrucciones:
1. Presion maxima de trabajo 12 bar.

2. Esta infladora sélo se puede conectar a un compresor de
aire.

3. El compresor tiene que ser de aire discontinuo.

Nota:

1. El compresor debe de tener un regulador de aire.

2. Por favor, no se debe rellenar de gas caustico.

3. Por favor no lo golpee violentamente.

4. Por favor, no deje que el mandmetro este expuesto al sol.

5. Por favor, mantenga el medidor fuera del agua.

6. Cuando no se encienda la luz, cambie la bateria y tenga en
cuenta la polaridad de la misma al colocarla "+", "-".

Operacion:

1. Conecte la pistola al compresor (Presién maxima de trabajo
12 bar.).

2. Encienda con el botén del indicador digital (Fig. 2) y
asegurese de que esta encendido antes de proceder al inflado
del neumatico.

3. Ponga la véalvula de conexién con la boquilla y asegurese de
que esta bien acoplada. Entonces la presidn se mostrara en el
indicador digital (Fig. 1). Usted puede cambiar a la medida que
desee presionando el botdn de cambio de unidad (Fig. 2).

4. Tiene triple rango de medicidn: PSI - BAR - KPA.

5. Apagado automatico.
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SHENZHEN AOV TESTING TECHNOLOGY CO. LTD

®
Add:2-6/F, No.5, Yuantou Lane, Tanglang, Taoyuan Street,
Nanshan District, Shenzhen, Guangdong, China
Fax:+(B6)-755-86008282 Http:// www.aovt.com
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CERTIFICATE

Of Conformity
EC Council Directive 2004/108/EC
Electromagnetic Compatibility

Registration NO.: ASZ000914040E

Applicant  :  ZHEJIANG HESHI AUTO TOOL CO., LTD
Ciwu Industrial Area, Zhuiji city, Zhejiang, China

Product :  HIGH PRECISION DIGITAL TIRE INFLATING GUN

ModelNo. : NA.

Standards : EN61000-6-3: 2007
EN61000-3-2; 2006
EN61000-6-1: 2007

EN61000-3-3: 1995+A1. 2001+A2: 2005
The certificate of conformity is based on an evaluation of a sample of the above-mentioned product.
Technical report and documentation are at the applicant's disposal. This is to certify that the tested
sample is in conformity with all provisions of Annex | of council Directive 2004/108/EC, referred to as the

EMC. This certificate does not imply assessment of the production and does not pemmit the use of
AOV's logo. The applicant of the certificate is authorized 10 use this certificate in connection with the EC

declaration of conformity according to Annex [V of the Directive.

The CE Marking may only be used if all relevant and effective EC Directive are complied with




